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JBS 
 
NSM CITY II SELF COLLECTION PARTY HIRE JUKEBOX 

 
IF IN DOUBT PLEASE PHONE US. 
 
1) With the key provided unlock the jukebox. There are two locks, one on either side of the cabinet. 
Remove the fluorescent tube and the foam record retainer and then replace the fluorescent tube. Keep 
the foam in a safe place to be used when returning the jukebox. 
 
2) Remove the red mechanism securing bolt on the right hand side of the record carriage and place it 
in the hole in the base of the jukebox. 
 
3) Remove the mains lead from the jukebox and insert it in the socket on the back of the cabinet. Once 
plugged in the jukebox has to switched on using the on/off switch located on the back panel. 
 
4) Using the green scan button position the carriage in the middle of the record rack. With the box 
spanner provided fully undo the transit nuts which are positioned at either end of the rack. 
 
5) Close the jukebox lid and lock both cabinet locks. Put the key and spanner somewhere safe! 
 
6) The jukebox is set on free play and has an infinite memory of selections. To make a selection type 
in the three figure number which appears to the left of the track title on the title glass. It will play 
records in the order which they are selected. 
 
When you have finished using the jukebox switch it off using the on/off switch. 

 
DO NOT TRY UNDER ANY CIRCUMSTANCES TO SERVICE OR REPAIR 

MECHANICAL OR ELECTRONIC PARTS, ALWAYS PHONE US FOR HELP. 

 
To make the jukebox secure for transportation back to Juke Box Services : 
 
1) Switch the jukebox on and unlock both cabinet locks. 
 
2) Using the green scan button position the carriage in the middle of the record rack. With the box 
spanner provided fully tighten the transit nuts which are positioned at either end of the rack. With the 
scan button return the carriage to the left hand end of the rack. 
 
3) Switch off the jukebox, unplug it, remove the cable from the socket on the back of the jukebox and 
place it inside the cabinet.  
 
4) Insert the red mechanism securing bolt on the left hand side of the record carriage and tighten it. 
 
5) Remove the fluorescent tube and put the record retaining foam into position. Close the jukebox lid 
and lock both cabinet locks. Remember to return the key and spanner with the jukebox. 

 
DO NOT TRY UNDER ANY CIRCUMSTANCES TO SERVICE OR REPAIR 

MECHANICAL OR ELECTRONIC PARTS, ALWAYS PHONE US FOR HELP. 

All damage and breakages will be charged for. 


